MICROBUNDLES TECHNICAL DATA SHEET

FUTUREPATH FIGURE-8

2-way 12.7/10 mm
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STANDARD DETAILS

FuturePath Figure-8 is a unit of bundled MicroDucts supported by a 1/4" Extra High Strength Galvanized Steel Strand.
DETAILS Manufactured from flexible HDPE (High Density Polyethylene).The Oversheath is carbon black polyethylene with antioxidants for
maximum UV protection.

INSTALLATION TYPES Aerial

Choose the correct MicroDuct size based on the Outer Diameter (OD) of desired MicroCable. Dura-Line recommends a fill ratio
FILL RATIO of 50% to 75% for optimal cable placement performance. Several factors impact jetting distance including the condition of route,
bends, and equipment.

COLORS Oversheath: UV Black MicroDucts: (1) Blue, (2) Orange

Permanent marking along FuturePath includes: material, relevant standards, production info, and sequential feet or meter

CONDUIT MARKINGS markings. Custom options available.

SILICORE® ULF (Ultra-Low Friction) is co-extruded inside the HDPE wall creating a slick, permanent, interior lining.

CO-EXTRUDED LINING SILICORE® ULF exhibits no loss in performance over time or in extreme temperature conditions.

INTERNAL RIBS Standard (except 3.5mm ID MicroDucts which are designed with a standard smooth interior)

REEL SPECIFICATIONS

REEL SIZE STANDARD LENGTH REEL TYPE

83 x46in 5000 ft Steel

Safe working pull strength is calculated at 80% of tensile or breaking strength
Unsupported Bend Radius guidelines should be followed during the installation process. The Supported Bend Radius are post-installation measurements.
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MICROBUNDLES TECHNICAL DATA SHEET

FUTUREPATH FIGURE-8 RECOMMENDED ACCESSORIES

2-way 12.7/10 mm

12.7MM STRAIGHT COUPLER HEATH SLITTER

Quantity: 1 Quantity: 1 Quantity: 1

Packaging: Each Packaging: Each Packaging: Each

Part Number:
20003768

Part Number:
20001482

Part Number:
20001832

ET SLITTER - FIGURE 8 DUCT WITH 1/4" STRAND

Quantity: 1 Quantity: 1 Quantity: 1

Packaging: Each Packaging: Each Packaging: Each

Part Number:
20005284

Part Number:
20001856

Part Number:
20001875

WEB SLITTER - FIGURE 8 DUCT WITH 1/4" STRA 7MM GAS BLOCK CONNECTOR 12.7MM DIVISIBLE DUCT SEAL CABLE
10.00MM

Quantity: 1 Quantity: 1 Quantity: 10/ Per

Case
Packaging: Each Packaging: Each
Packaging: Case
Part Number:
20001787

Part Number:
20003363

Part Number:
20005186

HYDRALUBE AT-500 SUMMER (4) 1 GAL 2-WAY 12.7MM SPLICE KIT 210 LB BULLET-LINE PAIL 6500'

Quantity: 30 / Per

Pallet Quantity: 1 Quantity: 1
Packaging: (4) 1
Gallon

Packaging: Each Packaging: Each

Part Number:
20002427

Part Number:
Part Number: 20000282

20000129

Safe working pull strength is calculated at 80% of tensile or breaking strength
Unsupported Bend Radius guidelines should be followed during the installation process. The Supported Bend Radius are post-installation measurements.
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