
SPECIALTY CONDUIT TECHNICAL DATA SHEET

SPLIT CORRUGATED
1 1/4"

Nominal OD 1.5 in

STANDARD DETAILS

SPECIFICATIONS Corrugated duct is slit to allow for easy installation over existing cables

INSTALLATION TYPES Short Runs

COLORS Orange

CONDUIT MARKINGS Permanent markings along conduit including: material, relevant standards, production info, and sequential feet or meter
markings.

OPTIONS

REEL SPECIFICATIONS

REEL SIZE STANDARD LENGTH REEL TYPE

Safe working pull strength is calculated at 80% of tensile or breaking strength

Unsupported Bend Radius guidelines should be followed during the installation process. The Supported Bend Radius are post-installation measurements.
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SPECIALTY CONDUIT TECHNICAL DATA SHEET

SPLIT CORRUGATED RECOMMENDED ACCESSORIES
1 1/4"

ROTARY CONDUIT CUTTER 0.75" TO 2.625"

Quantity: 1

Packaging: Each

Part Number:
20001924

RATCHET CUTTER FOR 0.75" - 1.25" OD CONDUIT

Quantity: 1

Packaging: Each

Part Number:
20001923

KWIK CUTTER - CUTS UP TO 2.00" OD CONDUIT

Quantity: 1

Packaging: Each

Part Number:
20001922

CONDUIT SLITTER

Quantity: 1

Packaging:
Each

Part Number:
20005686

Safe working pull strength is calculated at 80% of tensile or breaking strength

Unsupported Bend Radius guidelines should be followed during the installation process. The Supported Bend Radius are post-installation measurements.
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