MICRODUCTS TECHNICAL DATA SHEET

MICRODUCTS LOCATABLE

MicroDuct Locatable 16/12

,,,,,,,,,,,,,,,,,,,,,,,,,, 3 MicroDuct OD/ID 16/12
Rip Cord Min. ID 11.6 mm
20 AWG Oversheath 0.02 in
Insulat_ed Height
Copper Wire 9 Height (A) 18.8 mm
Oversheath
Width (C) 17 mm
MicroDuct Weight 0.074 Ib/ft
Bend Radius Sup 8in
Bend Radius UnSup 16in
available colors
00000 000000008 | cowuisws w2e
or custom

STANDARD DETAILS

MicroDucts are smaller diameter conduit, manufactured from flexible HDPE (High Density Polyethylene). Includes a 20 AWG

DETAILS insulated copper wire. MicroDuct dimensions and performance meets or exceeds the requirements of Telcordia GR-3159

INSTALLATION TYPES Plow, Trench, Directional Bore, MicroTrench

Choose the correct MicroDuct size based on the Outer Diameter (OD) of desired MicroCable. Dura-Line recommends a fill ratio
FILL RATIO of 50% to 75% for optimal cable placement performance. Several factors impact jetting distance including the condition of route,
bends, and equipment.

MicroDucts available in solid colors Blue, Orange, Green, Brown, Grey, White, Red, Black, Yellow, Lilac, Pink, Aqua, Terra Cotta,

COLORS Lime Green, or custom colors with optional stripes

Permanent marking along MicroDuct includes: material, relevant standards, production info, and sequential feet or meter

CONDUIT MARKINGS markings. Custom options available.

SILICORE® ULF (Ultra-Low Friction) is co-extruded inside the HDPE wall creating a slick, permanent, interior lining.
CO-EXTRUDED LINING SILICORE® ULF exhibits no loss in performance over time or in extreme temperature conditions. Coefficient of friction for
SILICORE ULF 0.07 (internal test method).

INTERNAL RIBS Standard (except 3.5mm ID which are designed with a standard smooth interior)
RIP CORD(S) For easy opening of the oversheath

PRE-INSTALLED STRING Factory pre-installed Pull String available in MicroDucts to aid in cable placement.
PRE-INSTALLED FIBER Fiber cable or cordage can be factory pre-installed in MicroDucts

REEL SPECIFICATIONS

REEL SIZE STANDARD LENGTH REEL TYPE

42 x31in 4500 ft Plastic

MICRODUCTS TECHNICAL DATA SHEET

MICRODUCTS LOCATABLE RECOMMENDED ACCESSORIES

MicroDuct Locatable 16/12

Safe working pull strength is calculated at 80% of tensile or breaking strength
Unsupported Bend Radius guidelines should be followed during the installation process. The Supported Bend Radius are post-installation measurements.

dura-ine = orbia

Advancing life together

2026-05-18/US_MicroDucts_Locatable



16MM STRAIGHT COUPLER 16/12MM (O

Quantity: 1 Quantity: 1 Quantity: 1

Packaging: Each Packaging: Each Packaging: Each

Part Number:
20005284

Part Number:
20001908

Part Number:
20001517

MICRODUCT STRAIGHT CUTTER LARGE MICRODUCT CUTTER - UP TO 28MM OD 16MM MICRODUCT WALL MOUNTING PLATE

Quantity: 1 Quantity: 1
Packaging: .
Each Packaging: Each
Part Number: ;’:J;agzuomber:
20005684

16MM MICRODUCT MOUNTING BRACKET 16MM GAS BLOCK CONNECTOR 16MM DIVISIBLE DUCT SEAL CABLE OD 1.50MM-10.00MM

Quantity: 1
Packaging: Each

Part Number:
20001856

Quantity: 10/ Per

Quantity: 1 Quantity: 1 Case
Packaging: Each Packaging: Each Packaging: Case
Part Number: Part Number: Part Number:

20003575 20003887 20005188

HYDRALUBE AT-500 PULLING GRIP MICRODUCT PULLING EYE 8MM-13MM ID

—
Quantity: 3 / Per Case Quantity: 1 “
Packaging: Case Packaging: Each
Part Number: Part Number: h
20005614 20005773

Quantity: 30 / Per
Pallet

Packaging: (4) 1
Gallon

Part Number:
20000129

210 LB BULLET-LINE PAIL 6500'

Quantity: 1
1
Packaging: Each
Part Number:
20000282

Safe working pull strength is calculated at 80% of tensile or breaking strength
Unsupported Bend Radius guidelines should be followed during the installation process. The Supported Bend Radius are post-installation measurements.
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